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 AF6120 
20X AHD IR Speed Dome Camera 

 
 

Features Specifications 

 1/2.8" Sony CMOS Sensor  

 Powerful 20x Optical Zoom  

 Resolution: 1080P 

 9 IR LEDs / ~100m IR Range  

 128 presets ,4scans ,4tours ,4patterns 

 OSD menu 

 COC, Pelco-P/D 

Dimensions 

MODEL AF6120 

PICK UP DEVICE 1/2.8" Sony CMOS Sensor 

RESOLUTION 1080P 

LENS Optical Zoom 20x, Zoom  f = 4.7- 94mm,  

VIEW ANGLE (HORIZONTAL) 3.2° - 55.2° 

MIN. ILLUMINATION Color : 0.5 lux , BW : 0.1lux 

D/N MODE Yes 

IRIS Auto 

FOCUS MODE Auto 

 

S / N RATIO 52dB 

DNR (2D&3D) 

HLC  Yes 

BLC Yes 

AWB Yes 

AGC Yes 

OSD MENU Yes 

IR DISTANCE 
Up to 100m. Constant current control,  

synchronous switch 

CONTROL TYPE RS485 

CONTROL PROTOCOL PELCO-P/D,COC 

POWER CONSUMPTION ≤45W 

POWER SOURCE DC24V 

OPERATING TEMPERATURE -20°C- +60°C, humidity 0-95% 

WEATHER PROOF STANDARD IP66 

OPERATING ANGLE 

Pan 0° - 360° with continuous rotation, ti lt 

-5° - +85°with auto fl ip.  Manual speed 

 0.2° - 200°/s 

NET WEIGHT 4.5kg 

 

Unit: mm 


